
ICON-Pro

DATASHEET

2024-03-08
V 1.4

1ICON-Pro

EM
ER

G
.IN

B A

R
EX

 3

G
N

D

C
O

N
T.

 3

R
EX

 4

G
N

D

C
O

N
T.

 4 N
C C

N
O

N
C C

N
O

N
C C

N
O

N
C C

N
O

G
N

D

12
/2

4

C
O

N
T.

 2

G
N

D

R
EX

 2

+
V

D
C

B
U

ZZ
ER

G
 L

ED

D
 1

D
 0

G
N

D

+
V

D
C

B
U

ZZ
ER

G
 L

ED

D
 1

D
 0

G
N

D

C
O

N
T.

 1

G
N

D

R
EX

 1

S
TA

TU
S

TY
P

E-
C W

W
W

.L
U

M
IR

IN
G

.C
O

M

POWER DOOR 2 WIEGAND 2 DOOR 1 WIEGAND 1USB LED

OSDP DOOR 3 DOOR 4 RELAY 1 RELAY 2 RELAY 3 RELAY 4 BUTTON

ICON-PRO NETWORK

ACCESS CONTROLLER



Device Specifications

Voltage:

• 12 or 24 VDC operation

• The power supply determines the voltage at the 

outputs.

• 0.15A @12 VDC, 0.075A @ 24 VDC current 

consumption

• POE 802.3af (15.4W)

• Total output current when powered by POE 0.6 

A @ 11.5 VDC

Outputs:

• Four (4) dry form “C” 1.5A rated relay outputs.

Inputs:

• Nine (9) inputs (dry contact type) from 0 to 5 

volts

Communication interfaces:

• Wi-Fi 802.11 b/g/n 2.4 GHz

• Power over Ethernet (10/100 Mbit) 

IEEE802.3/802.3af

• Wiegand 4, 8, 26, 32, 33, 34, 35, 36, 37, 40, 

42, 48, 56 bit

• OSDP via RS-485

• USB ports (Type-C) for firmware update

Memory storage:

• 100,000 cards

• 250,000 events

Demensions (L x W x H):

• 5.9" x 3.15 x 1.38" (150 x 80 x 35 mm)

Mounting method:

• Wall mount/Din rail mount (option)

Weight:

• 6.75 oz (191 g)

Temperature:

• Operation: 32°F ~ 120°F (0°C ~ 49°C)

• Storage: -22°F ~ 158°F (-30°C ~ 70°C)

Relative Humidity 

• 5-85 % RH without condensation

Ingress protection rating:

• IP 20

Default Device Settings

Wi-Fi device name when searching:

• ICON-Pro_(serial_number)

Access point (AP) Wi-Fi IP address of the 

device:

• 192.168.4.1

Ethernet IP address of the device:

• DHCP

Wi-Fi password:

• None (factory default)

Web page login:

• admin

Web page password:

• admin123

AP Wi-Fi timer:

• 30 minutes

2ICON-Pro

Did you find an error or have a question? Please email us at https://support.lumiring.com. 
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