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Device Specifications

Voltage:

• 12 or 24 VDC operation

• 0.13A @12 VDC, 0.065A @ 24 VDC current 

consumption

Outputs*:

• One output (open collector) 0.5A @ 12 VDC

Inputs*:

• Two inputs (dry contact type) from 0 to 5 volts

Communication interfaces:

• Wi-Fi 802.11 b/g/n 2.4 GHz

• Bluetooth® 5 (LE)

• Wiegand 26, 34, 48, 56 bit

• OSDP via RS-485

RFID 125 kHz support:

• EM Marine

RFID 13.56 MHZ support:

• MIFARE DESFire; MIFARE Plus; MIFARE Ultra 

Light; MIFARE Classic mini/1K/4K; MIFARE 

Classic EV1 1K/4K; NFC Tag

Support copy protection:

• MIFARE Classic mini/1K/4K

Dimensions (D x H):

• 2.36" x 0.67" (60 x 17 mm)

• 2.36" x 0.86" (60 x 22 mm) mounting ring

Mounting method:

• Wall mount

Weight:

• 1.59 oz (45 g)

Operation temperature:

• -22°F ~ 158°F (-30°C ~ 70°C)

Ingress protection rating:

• IP 65

Default Device Settings

Wi-Fi device name when searching:

• AIR-R_(serial_number)

Access point (AP) Wi-Fi IP address of the 

device:

• 192.168.4.1

Wi-Fi password:

• None (factory default)

Web page login:

• admin

Web page password:

• admin123

RFID 125 kHz:

• Enabled

RFID 13.56 MHz:

• Enabled

Copy protection:

• Disabled

Bluetooth:

• Enabled

AP Wi-Fi timer:

• 30 minutes

Wiegand format 125 kHz:

• 26 bit

Wiegand format 13.56 MHZ:

• 34 bit

* When using OSDP with ICON and ICON-Pro Controllers. Coming soon!
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Optional accessory

Standard RFID card size

Front view

Side view

Thin mounting ring

Thick mounting ring

Mounting ring front view

L

Device Dimensions
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